
STANDARD UNDERDRAIN GEOCOMPOSITE UNDERDRAIN

OUTLET PIPE DETAIL

Outlet Pipe

Min. Trench Width

Granular

Backfill

V
ariable Slope

Ditch

Subgrade Shoulder

Refer To Typical Section

For Thicknesses
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See Note 2

Flow

OUTLET PIPE

Perforated

Underdrain

Use prefabricated

tee or wye for

connection to outlet pipe
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Outlet Pipe

Use the minimum width required for installation.
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Min.   Gradient = 2.0%

Perforated

Collector Pipe

                                     

Min.

Geotextile

Type l,  (A-C)

5.
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GENERAL NOTES:

Overlap 3"

Min.  Unless Sewn

Or Stapled
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Backfill

Geocomposite sheet drain

6.

7.

STANDARD UNDERDRAIN OR GEOCOMPOSITE UNDERDRAIN LOCATION

Cover the end of the outlet pipe with screen according to Subsection 605.03.

Hold the screen securely in place with standard coupling bands or by other approved means.

 

Mark the outlet of the underdrain with a delineator post or other suitable marker.

 

Furnish geocomposite sheet drain meeting requirements of subsection 714.02.

 

Furnish collector pipe, outlet pipe & fillings meeting the requirements of subsection 706.08(d).

REVISED:                                        

                                                    

DETAIL APPROVED FOR USE 07/2004

C605-01

U.S. CUSTOMARY DETAIL

6" Diameter Rigid Outlet

Pipe Drain to Fill Side of Road

(Skew in the direction of flow

as appropriate).
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1
’ Install underdrain at a 5 foot depth unless shown otherwise.  Construct the flowline

gradient parallel to the roadway,  unless solid rock is encountered,  or gradient is

required at the outlet.  

Fill and compact the top 12 inches of the trench with impermeable material (A4 - A7 soil).


